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Nanjing Kangni Smart Technology Co., Ltd. (hereinafter referred to as Kangni Smart), established

on August 18, 2016,is a wholly-owned subsidiary of Nanjing Kangni Mechanical & Electrical Co., LTD.

Kangni Smart is specialized in the research and development, manutacturing and sales of the electric
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transport vehicles, mobility scooter and power wheelchairs...Adhering to the spirit of China Intelligent
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Manufacturing, Kangni Smart take “Quality, Service, Innovation, Sharing and Responsibility” as the
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core values.

; BiIFRFR, £FRSM:
UERA BN E, B

¢ CEPTUOUKAT e CERTIFICADO e CERTIFICAT

-um . EN 1SO 13485:2016

ETEH-EEEECR - BRFZANER
(1SO 13485:2016)

DIN EN I1SO 13485:2016
WIEENKTOV SO0 &R & AR ol W L2 v ERRIFET TREMMin ER0O0 RTRIEER,

:_IT'.I'

o W
" T _:1|
B 1 B :_
myezmgl | | Y e e e e
I‘l '4'_'-.1. '||‘| IE|

e R e e e et . = = & S o
B ; *‘57"-

|
| S " »
W T S P A

¢ SRR YF20180007 F—HLERALT.  9320106MAIMRXSD)

A% 237K

pad nH =

TOV SRR U ERNFHERER FHFAT, (SMRESTAMNR
Pl WELIO COMY DS -Ciel L I Fal = [ bt iF.

Y e ¥ LW

SH22142001
2022-06-14
2025-05-05

s RN WAL A ] EEREA : mes

. WAl B AT e el fE A - c

Christoph Dicks

o AR DR

s TISOMEAE. 19-030477 8 b
XEBW, 2022-06-14

Head of Certification/Notified Body

| YTHR: 8 o & of of % iF W07 :
E1ER1E

F o 2G5 PRI | S P, TUV SUD Product Service GmbH » Certfication Body « Ridlerstralie 65 « 80339 Munich » Germany ™"
e e e T i i FETRRAANZIRAINRIEAEERR

ZERTIFIKAT @ CERTIFICATE o ¢

| .
—
-

o
M EEE

= i 1 B |
i EENE

|
| | L] }i
o34 Bl s S la

..H‘."dj'n. ]
,|I~-,I'Itl_i ]

B So0TTh o

EI-"_! r T'".t‘i" I [

- -'_' b 1al|,"li L:
. y - Lh = ,_Fb' | 1;“'-1; A

“' :
1 - | | ¥ n
| ¥ » "
- !;‘ - . T % = 3 !
| i I :1‘ :
] (SRS | . ] | i1 r :
; | [ : ] > = - E 5 - B
g . —~—F " - o N
| | i | | i | '
= 2l 5 ] » ] B
[] ", ' o t s B N E i - u |
: F = i W d & 2 E
| 'Y i 1 ¥
| | . : = J
¥ : = - -.-u ' ‘ I .
1 = - a'™ i i | . X
] I ! | - = il |_ ’ Y @ : . G I'*‘#"r 3 i i B | { - v l' : . 4 .
| n g " ot | . 4 | i | a3
i i i - 7 ' i a . . x i R - [ wll 3 }
' e o " . | gais | L il g | - Y - Ny il ]
A y I { : | E t - ] ] - ‘.‘ 7 g bt ] . . gt . | *i ji & o . r-J
i | - ¥ 1 B | ;
- T B an B B a & - 5 e a—— . ] - ' R El i ¥ . - !'.. .q F & i 3 [ ’
| ' L 4 ’ L] i 3 il E i - L Lo " F 1 - 'v.
[ f ' i I | G = . -2 . . 3 = i j = - ! ! .
1 : ‘ | = . : ] g i L] F L i i - LR ..- i | - - - ! . h .l ._i +_‘ . - ! *’
= & | ¥ ) T 1 . i B - } . = & " i 1% k o
] | L [ £ ¥ 1 i § b - e |!= B i-.‘ J . i i i L _ .I_ " [ b [] P ' i
iy ' r o = | : . ; : L e f 3 LS s e i :
BiET ¢ BSOS e N 4 AR A B o ' ! | A . ,
- i i " 1 = ' i g | @ 'ﬁ ¥ r L
i . v b 1 i | ll ;= | . | i B
_ . g ; , ! -t LB
. - - | | - i
. - ' i W B - . 1l . e E " ! b [ L - . 1
[ - .- _ - I i L. - - . - - l‘
| 4 " ; ' e
" N i £ a ™ i L] 1 y = L reE &
. '
. i 1 ] b
s 5 B L ; I ] I - ;
' b ] ¥ : " f .
Y, B T 1 | i i
L " =l --g " = aid "
o - : T K
o o — : - S
" & b L (] |
= o 0§ = & i .
. e . &
F . - 3 . . - i - = i o, h: i
. - - - - Vi = o - i L F E
= a x L 3 - rr = L ’ i
- L 1 '_l‘ ™ = " " [
E = o - - f . | » - L
L n [ . - 5 " = i

IR 1
- R LS
R En
E
1
IE -"

I ZFR: BB EEARERAH IEBHRS . GR202232009384
&UERTIE: 2022411 A 18 H F P ==
OB .

)
)

I
1

|
v

il M

|[Medical device registration certificate No.] SXZZ 20232150195
[Medical device production license No.] SYJXSCX 20180007



» Diagram

» Parameters

Rollover device Bed surface

Item Parameter

Length 200cm
Bed body Width 70cm
Height of bed Standard 50-75cm
surface
from the ground Custom 60-85cm
Length 200cm
Bed surface
Width 59cm
Angle of Trendelenburg position <14°
Angle of reverse Trendelenburg position <14°
Fold-over angle of rollover board 90°*5°
Width of space after rollover Z47cm
Maximum safety load 235kg
Jacking system
Restraint strap Adjustable length and spacing
Braking type Treadle type
Lower bed frame
Power supply mode Charging and battery

» Parameters

B Position Rollover

8 Adaptive Adjustment System

B Option of Multiple Positions Safety Guarantee

The endoscopic surgery adopts a standard lateral position The innovatively developed adaptive rollover device can The. funf:tion F’f multi-.p.osition adjustment can keep the The electric CPR one-key reset function is provided with an
at a rollover angle of 90°5°. The special decompression realize simultaneous outward translation during rollover of patient in various positions sHcias Tr.endelenburg | AC power supply and a built-in power supply, which can be
mattress allows the patient to roll over more stably and position/reverse Trendelenburg position, rollover, high

the patient, thus increasing side-lying space and reducing

reduces the work intensity of the medical workers. head and low head to prevent oral reflux of the patient switched over automatically through an external power

squeeze or crush injury from rollover during intubation and facilitate surgical operation. plug.



» Diagram

KC1 is a bed specialized for endoscopic
surgery. It breaks the patent barrier of
anti-squeeze and crush rollover technology
and integrates the functions of position
rollover, head and foot adjustment, bed
ascending and descending, and electric CPR. It
IS used during diagnosis, treatment or
monitoring of adult patients and supports
patient’ s body to form the clinically required
positions. KC1 solves the clinical problems of
difficult and risky rollover of heavy patients
and more occupational injuries of medical
workers and alleviates the work intensity of
the medical workers.
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The product has an innovative rollover device
with adaptive adjustment at a large angle of 907,
which slides outwards during rollover of the patient
to expand the side-lying space, ensure safe and
effective rollover of the patient and reduce squeeze

N

and crush injury from rollover.

The product reserves mounting interfaces for

oxygen cylinder and infusion stand. The upper surface of

the bed bottom frame is concave on which various kinds
of medical articles can be placed to meet the

requirements for carrying monitoring or medical devices.

vositions, the product realizes different flat anc
ateral positions to comfort the patient body and

By electrically adjusting the head and body

make for surgical operation of the medical
workers. The bed body height is electrically

t
L

adjustable to meet the nursing requirements of
tall medical workers for the bed. During transfer,

ne medical workers do not need to bend down,

nus reducing incidence of occupational

diseases.

The design maxmum safety load of the

product is as high as 235KG. In addition, adjustable,

elastic fabric restraint straps are also provided to

quickly fix patient body with hook & loop fasteners,

avoiding squeeze and crush injury of the body.
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